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M15  M-SERIES 

M-Series is a family of individual speaker system spe-
cially designed for portable or permanent high demand 
applicaƟons. 
They are made of birch plywood 12, 15mm and 18mm . 
Speaker grills are from galvanized steel painted with 
electrostaƟc paint to be used also for outdoor  
applicaƟons.  

 

The Family 

Description 

Application 
Distributed sound systems  
FOH applicaƟon 

Specifications 
FREQUENCY RESPONSE 50Hz - 20KHz +/- 3dB 

SENSITIVITY @ 1w/1m 98dB 

MAXIMUM OUTPUT 131dB 

AMPLIFIER-PROCESSING 2-way Passive crossover 

POWER AES/CONTINIOUS 500W/800W 

CROSSOVER FREQUENCY 1600Hz 

LF 15” Neodymium woofer   8Ω 

HF driver 44mm VC on 1''horn exit  80x60  

ENCLOSURE MATERIAL Birch plywood 15mm 

ENCLOSURE TYPE Bass-Reflex  

INPUTS 2x NL4 Neutrik 

DIMENSIONS HxWxD 765 x 468 x 431 mm 

WEIGHT 20kg 

DRIVER COMPONENTS  

FINISHES Black or White texture paint 

The M15 is a versaƟle speaker in the M-Series family. 
 
It has been designed to deliver maximum performance 
for its weight and size. AddiƟon of a subwoofer extents 
the frequency range of the whole system. 
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